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1
BATTERY PACK

CROSS-REFERENCE TO RELATED
APPLICATION

This application claims priority to and the benefit of
Korean Patent Application No. 10-2013-0112471, filed on
Sep. 23, 2013 in the Korean Intellectual Property Office, the
entire content of which is incorporated herein by reference.

BACKGROUND

1. Field

Aspects of embodiments of the present invention relate to
a battery pack.

2. Description of the Related Art

As industries of electronics, communications, and the like
are rapidly developed, the spread of portable electronic
devices, such as a camcorder, a cellular phone, and a
notebook PC has recently been increased. Accordingly, the
use of secondary batteries has also been increased. Second-
ary batteries can be used not only for portable electronic
devices, but also for medium- and large-sized apparatuses
such as an electric tool, an automobile, a space transporta-
tion means, a motorbike, a motor scooter, and an aerial
transportation means, which require high output and high
power. The secondary batteries used for the medium- and
large-sized apparatuses constitute a large-capacity battery
module or battery pack by connecting a plurality of battery
cells in series or parallel.

The battery pack can be configured with a plurality of
battery cells. The battery cell transfers energy to an external
electronic device through an electrochemical reaction
therein. Various studies have been conducted to stably and
efficiently transfer high current flowing between a plurality
of batteries to an external electronic device.

SUMMARY

According to an aspect of embodiments of the present
invention, in a battery pack, a plurality of battery cells can
be electrically connected simply. According to another
aspect of embodiments of the present invention, in a battery
pack, a plurality of battery cells can be safely connected
without any safety element and without any protective
circuit module.

According to another aspect of embodiments of the pres-
ent invention, in a battery pack, a plurality of battery cells
are closely fastened.

According to another aspect of embodiments of the pres-
ent invention, in a battery pack, a plurality of battery cells
can be accommodated at an interval (e.g., a predetermined
interval).

According to one or more embodiments of the present
invention, a battery pack includes: a plurality of battery
cells; a case configured to accommodate the battery cells
spaced from one another at an interval; and at least one tab
configured to electrically connect the plurality of battery
cells, and a terminal coupling portion is formed at a side of
the tab.

The battery pack may further include a terminal case
coupled to a top side of the case; and a terminal positioned
at an upper portion of the terminal case, to be connected to
the terminal coupling portion.

The terminal coupling portion may be protruded upward
from a side of a tab of the at least one tab, and the terminal
coupling portion may be protruded in a vertically bent shape.
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The battery pack may further include: a fastening nut
fastened to the terminal at a lower portion of the terminal
coupling portion; a nut fixing member configured to fix the
position of the fastening nut by accommodating the fasten-
ing nut therein; and a fastening bolt coupled to the fastening
nut through a bolt coupling hole of the terminal.

A fixing groove having a shape corresponding to that of
a lower portion of the terminal may be formed on an upper
surface of the terminal case, and the terminal may be fixed
to the terminal case at the fixing groove.

The terminal may include an inserting portion at the lower
portion of the terminal and received in the fixing groove, the
bolt coupling hole to receive the fastening bolt, and a
terminal hole formed in at least one surface of the terminal.

The case may include accommodating holes having a
shape corresponding to that of the battery cells, and the
battery cells may be accommodated in the accommodating
holes at the interval.

The plurality of battery cells may have a 4S2P structure.

The battery pack may further include a lower case
coupled to a lower portion of the case.

The at least one tab may include: a first tab configured to
connect a first column of the battery cells, the first tab having
the terminal coupling portion formed thereon; a second tab
configured to connect second and third columns of the
battery cells; a third tab configured to connect a fourth
column of the battery cells, the third tab having another
terminal coupling portion formed thereon; a fourth tab
configured to connect the first and second columns of the
battery cells; and a fifth tab configured to connect the third
and fourth columns of the battery cells, and the first, second,
and third tabs may be positioned on an upper surface of the
case, and the fourth and fifth tabs may be positioned on a
lower surface of the case.

The terminal coupling portion and the another terminal
coupling portion may be bent in different directions from
each other.

The second, fourth, and fifth tabs may be formed in a flat
plate shape, a through-hole may be formed at a center of
each of the second, fourth, and fifth tabs, and contact
terminals contacting a surface of respective ones of the
battery cells may be formed around the through-hole.

As described above, according to aspects of embodiments
of the present invention, in the battery pack, the plurality of
battery cells can be electrically connected simply, the assem-
bling of the battery pack is facilitated, and energy efficiency
is improved.

According to another aspect of embodiments of the pres-
ent invention, in the battery pack, the plurality of battery
cells can be closely fastened, thereby preventing or substan-
tially preventing an accident such as overcharging or over-
discharging.

According to another aspect of embodiments of the pres-
ent invention, in the battery pack, the plurality of battery
cells can be accommodated at an interval (e.g., a predeter-
mined interval), and it is unnecessary to accommodate a
protection circuit. Accordingly, it is possible to reduce
material cost and to implement the miniaturization of the
battery pack.

BRIEF DESCRIPTION OF THE DRAWINGS

Some example embodiments of the present invention are
described more fully hereinafter with reference to the
accompanying drawings; however, the present invention
may be embodied in different forms and should not be
construed as limited to the embodiments set forth herein.
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Rather, the accompanying drawings, together with the speci-
fication, illustrate some example embodiments of the present
invention, and serve to explain principles and aspects of the
present invention.

In the drawing figures, dimensions may be exaggerated
for clarity of illustration. Like reference numerals refer to
like elements throughout.

FIG. 1 is a perspective view of a battery pack according
to an embodiment of the present invention.

FIG. 2 is an exploded perspective view of the battery pack
of FIG. 1.

FIG. 3 is a perspective view of a tab and a terminal
coupling portion of the battery pack of FIG. 1, according to
an embodiment of the present invention.

FIG. 4 is an enlarged perspective view of a terminal of the
battery pack of FIG. 1, according to an embodiment of the
present invention.

FIG. 5 is an exploded perspective view of a portion of the
battery pack of FIG. 1, according to an embodiment of the
present invention.

DETAILED DESCRIPTION

In the following detailed description, certain exemplary
embodiments of the present invention are shown and
described, simply by way of illustration. As those skilled in
the art would realize, the described embodiments may be
modified in various different ways, all without departing
from the spirit or scope of the present invention. Accord-
ingly, the drawings and description are to be regarded as
illustrative in nature and not restrictive. It will be understood
that when an element is referred to as being “between” two
elements, it can be the only element between the two
elements, or one or more intervening elements may also be
present. In addition, when an element is referred to as being
“on” another element, it can be directly on the another
element or indirectly on the another element with one or
more intervening elements interposed therebetween. Simi-
larly, when an element is referred to as being “connected to”
another element, it can be directly connected to the another
element or indirectly connected to the another element with
one or more intervening elements interposed therebetween.

FIG. 1 is a perspective view of a battery pack according
to an embodiment of the present invention. FIG. 2 is an
exploded perspective view of the battery pack of FIG. 1.

As shown in FIGS. 1 and 2, a battery pack 100 according
to an embodiment of the present invention includes a
plurality of battery cells 1, a case 10 configured to accom-
modate the plurality of battery cells 1 at an interval (e.g., a
predetermined interval), at least one tab 20 configured to
electrically connect the plurality of battery cells 1, and a
terminal coupling portion 30 coupled to one side of the tab
20.

The battery cell 1, in one embodiment, is made of a
lithium-ion (Li-ion) material and formed in a cylindrical
shape, to store electrical energy. Although a 4S2P structure
of the battery cells 1 is shown in FIG. 2, the number and
arrangement of the battery cells according to embodiments
of the present invention are not limited to the structure
shown in FIG. 2.

The case 10, in one embodiment, is formed in a generally
rectangular shape, and accommodates the plurality of bat-
tery cells 10 at an interval (e.g., a predetermined interval),
thereby preventing or substantially preventing the occur-
rence of a short circuit.

Accommodating holes 12 are formed in the case 10 so that
the plurality of battery cells 1 can be accommodated at the
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interval (e.g., the predetermined interval) in the case 10. The
accommodating hole 12, in one embodiment, has a shape
corresponding to that of the battery cell 1, such as a
vertically cylindrical shape. The accommodating holes 12,
in one embodiment, are formed corresponding to the shape
and number of the battery cells 1. However, the shapes and
sizes of the battery cell 1 and the accommodating hole 12 are
not limited to the structure shown in FIG. 2. That is, in
another embodiment, the battery cell 1 and the accommo-
dating hole 12 may be manufactured having different shapes
and sizes.

In one embodiment, a buffer surface made of an elastic
material is further formed on an inner circumferential sur-
face of the accommodating hole 12 so that the battery cell 1
is stably accommodated in the accommodating hole 12.

FIG. 3 is a perspective view showing the tab 20 and the
terminal coupling portion 30, according to an embodiment
of the present invention.

As shown in FIG. 3, the tab 20 is formed in a flat plate
shape, using a conductive material. The tab 20, in one
embodiment, is formed having a shape (e.g., a curved shape)
corresponding to the outer circumferences of the battery
cells 1. The tab 20 is positioned on an upper or lower surface
of the case 10 to electrically connect the battery cells 1. The
tab 20, in one embodiment, includes first, second, and third
tabs 21, 22, and 23 positioned on the upper surface of the
case 10. Here, the first tab 21 connects a first column of the
battery cells 1, the second tab 22 connects second and third
columns of the battery cells 1, and the third tab 23 connects
a fourth column of the battery cells 1. The tab 20, in one
embodiment, further includes fourth and fifth tabs 24 and 25
positioned on the lower surface of the case 10. Here, the
fourth tab 24 connects the first and second columns of the
battery cells 1, and the fifth tab 25 connects the third and
fourth columns of the battery cells 1.

The second, fourth, and fifth tabs 22, 24, and 25 are
formed in a flat plate shape using a conductive material, and
a through-hole 26 may be formed at a center of each of the
second, fourth, and fifth tabs 22, 24 and 25. Contact termi-
nals 27 respectively contacted with surfaces of the battery
cells 1 to enable the battery cells 1 to be electrically
connected to the tab 20 are formed around the through-hole
26. The contact terminals 27 are formed in the tab 20 to be
spaced apart from each other at a an interval (e.g., a
predetermined interval), and the through-hole 26 is formed,
so that it is possible to reduce the risk of a short circuit.

The terminal coupling portion 30 is protruded upward
from one side of an upper surface of the tab 20. In one
embodiment, the terminal coupling portion 30 is protruded
upward from one side of a central portion of the first or third
tab 21 or 23. In one embodiment, the terminal coupling
portion 30 is formed to protrude in a vertically bent shape.

The terminal coupling portion 30, in one embodiment,
includes a first terminal coupling portion 31 formed on the
first tab 21 and a second terminal coupling portion 33
formed on the third tab 23. The first and second terminal
coupling portions 31 and 33, in one embodiment, are bent in
different directions (e.g., opposite directions) toward an
outside of the case 10. However, although it is illustrated in

FIGS. 2 and 3 that the first and second terminal coupling
portions 31 and 33 are bent in different directions, the
present invention is not limited thereto. That is, the terminal
coupling portion 30 may be bent in any direction as long as
the terminal coupling portion 30 is positioned on a same line
as a bolt coupling hole 54 provided in a terminal 50, to be
fastened to the bolt coupling hole 54 by a fastening bolt 36.
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The terminal coupling portion 30 includes a through-hole
through which the fastening bolt 36 passes so that a fasten-
ing nut 32 described later and the fastening bolt 36 can be
fastened to each other.

In one embodiment, the fastening nut 32 and a nut fixing
member 34 are arranged at a lower portion of the terminal
coupling portion 30 so that the terminal coupling portion 30
can be fastened to the terminal 50 described later. In one
embodiment, the nut fixing member 34 fixes the position of
the fastening nut 32 by accommodating the fastening nut 32
therein.

The fastening nut 32, in one embodiment, is formed
smaller than the nut fixing member 34, to be accommodated
in an accommodating portion provided in the nut fixing
member 34.

Since the nut fixing member 34, in one embodiment, is
provided as described above, the nut fixing member 34 can
be used regardless of the size or kind of the fastening nut 32.
Thus, the fastening nut 32 can be closely fixed to the lower
portion of the terminal coupling portion 30. Accordingly,
when the terminal 50 and the terminal coupling portion 30
are fastened by the fastening bolt 36, the fastening between
the terminal 50 and the terminal coupling portion 30 can be
easily performed.

In another embodiment, the nut fixing member 34 may
have a screw thread formed in the internal surface thereof.
Here, the screw thread corresponds to that of the fastening
bolt 36. Accordingly, the terminal 50 and the terminal
coupling portion 30 can be fastened though a simple bolting
operation without using the fastening nut 32.

A terminal case 40 is coupled to the case 10 at a top side
of the case 10, and the terminal 50 may be provided at an
upper portion of the terminal case 40.

The terminal case 40 is positioned above the case 10 and
the tab 20. The terminal case 40 is made of a conductive
material. In addition, a fixing groove 42 is formed at one side
of an upper surface of the terminal case 40 so that the
terminal 50 can be fixed to the terminal case 40. In one
embodiment, the fixing groove 42 has a shape corresponding
to that of a lower portion of the terminal 50. Since the fixing
groove 42 is formed in the terminal case 40 as described
above, the terminal 50 can be easily coupled to the terminal
case 40 without another operation such as bolting, welding,
or soldering.

FIG. 4 is an enlarged view of the terminal 50, according
to an embodiment of the present invention.

As shown in FIG. 4, in one embodiment, an inserting
portion 52 and the bolt coupling hole 54 are formed at a
lower portion of the terminal 50. The inserting portion 52 is
coupled to the fixing groove 42 of the terminal case 40, and
the fastening bolt 36 is coupled through the bolt coupling
hole 54.

The terminal 50 is coupled to a side of the terminal case
40 to transfer current applied from the battery cells 1 to the
outside of the battery pack 100.

The inserting portion 52, in one embodiment, is formed in
a shape corresponding to that of the fixing groove 42. Thus,
the inserting portion 52 may be closely coupled to the
terminal case 40 by being mounted in the fixing groove 42.

The bolt coupling hole 54 is formed at one end of the
terminal 50 to have a size corresponding to that of the
fastening bolt 36. Thus, the fastening bolt 36 can be fastened
to the fastening nut 32 of the terminal coupling portion 30
by passing through the bolt coupling hole 54.

In one embodiment, a terminal hole 56 is formed in at
least one surface of the terminal 50 to facilitate coupling of
the terminal 50 with an external terminal. Since the terminal
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hole 56 is formed as described above, the current applied
from the battery cell 1 can be rapidly transferred to the
outside of the battery pack 100. Thus, it is possible to
decrease resistance according to the length of the battery
pack, thereby reducing loss of power.

The battery pack 100 according to one embodiment may
further include a plate-shaped lower case 60 provided at a
lower portion of the case 10.

Since the lower case 60 is provided as described above,
the fourth and fifth tabs 24 and 25 positioned beneath the
battery cells 1 to be electrically connected to the battery cells
1 can be fixed at predetermined positions, thereby prevent-
ing or substantially preventing the risk of a short circuit.

FIG. 5 is an exploded perspective view of a portion of the
battery pack 100, according to an embodiment of the present
invention.

As shown in FIG. 5, in one embodiment, the bolt coupling
hole formed in the terminal 50, and the through-holes of the
terminal coupling portion 30 and the fastening nut 32 are
positioned on the same line, and the terminal coupling
portion 30 and the terminal 50 are fastened by the fastening
bolt 36.

As described above, in the battery pack according to
embodiments of the present invention, a plurality of battery
cells can be electrically connected simply, and it is possible
to facilitate the assembling of the battery pack and to
improve energy efficiency. In addition, the plurality of
battery cells can be closely fastened, thereby preventing or
substantially preventing an accident such as overcharging or
over-discharging.

Further, the plurality of battery cells can be accommo-
dated at an interval (e.g., a predetermined interval), and it is
unnecessary to accommodate a protection circuit. Accord-
ingly, it is possible to reduce material cost and to implement
the miniaturization of the battery pack.

While the present invention has been described in con-
nection with certain exemplary embodiments, it is to be
understood that the invention is not limited to the disclosed
embodiments. Although specific terms are employed, they
are used and are to be interpreted in a generic and descriptive
sense only and not for purpose of limitation. In some
instances, as would be apparent to one of ordinary skill in the
art, features, characteristics, and/or elements described in
connection with a particular embodiment may be used singly
or in combination with features, characteristics, and/or ele-
ments described in connection with other embodiments
unless otherwise indicated. Accordingly, it will be under-
stood by those of skill in the art that various changes in form
and details may be made without departing from the spirit
and scope of the present invention as set forth in the
following claims and equivalents thereof.

What is claimed is:

1. A battery pack comprising:

a plurality of battery cells;

a case configured to accommodate the battery cells spaced

from one another at an interval;

at least one tab configured to electrically connect the
plurality of battery cells;

a terminal coupling portion at a side of a tab of the at least
one tab;

a terminal case coupled to a top side of the case;

a terminal positioned at an upper portion of the terminal
case, to be connected to the terminal coupling portion;
and

a fastening bolt configured to connect the terminal to the
terminal coupling portion by passing through each of a
bolt coupling hole of the terminal and a through-hole of
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the terminal coupling portion, the terminal coupling
portion being positioned at a lower portion of the
terminal case opposite the upper portion.

2. The battery pack of claim 1,

wherein the terminal coupling portion is protruded

upward from a side of the tab of the at least one tab, and

wherein the terminal coupling portion is protruded in a

vertically bent shape.

3. The battery pack of claim 1, further comprising:

a fastening nut fastened to the terminal at a lower portion

of the terminal coupling portion; and

a nut fixing member configured to fix the position of the

fastening nut by accommodating the fastening nut
therein,

wherein the fastening bolt is coupled to the fastening nut

through the bolt coupling hole of the terminal.

4. The battery pack of claim 3, wherein a fixing groove
having a shape corresponding to that of a lower portion of
the terminal is formed on an upper surface of the terminal
case, and the terminal is fixed to the terminal case at the
fixing groove.

5. The battery pack of claim 4, wherein the terminal
includes an inserting portion at the lower portion of the
terminal and received in the fixing groove, the bolt coupling
hole to receive the fastening bolt, and a terminal hole formed
in at least one surface of the terminal.

6. The battery pack of claim 1, wherein the case includes
accommodating holes having a shape corresponding to that
of the battery cells, and the battery cells are accommodated
in the accommodating holes at the interval.

7. The battery pack of claim 6, wherein the plurality of
battery cells have a 4S2P structure.
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8. The battery pack of claim 1, further comprising a lower

case coupled to a lower portion of the case.

9. The battery pack of claim 1, wherein the at least one tab

comprises:

a first tab configured to connect a first column of the
battery cells, the first tab having a first terminal cou-
pling portion formed thereon;

a second tab configured to connect second and third
columns of the battery cells;

a third tab configured to connect a fourth column of the
battery cells, the third tab having another terminal
coupling portion formed thereon;

a fourth tab configured to connect the first and second
columns of the battery cells; and

a fifth tab configured to connect the third and fourth
columns of the battery cells,

wherein the first, second, and third tabs are positioned on
an upper surface of the case, and the fourth and fifth
tabs are positioned on a lower surface of the case.

10. The battery pack of claim 9, wherein the terminal

coupling portion and the another terminal coupling portion
are bent in different directions from each other.

11. The battery pack of claim 9,

wherein the second, fourth, and fifth tabs are formed in a
flat plate shape, and

wherein a through-hole is formed at a center of each of the
second, fourth, and fifth tabs, and contact terminals
contacting a surface of respective ones of the battery
cells are formed around the through-hole.
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